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[image: image1.emf]*


*(Default)


Function Select


Send Enter


SW1(1-16)


SW1(3-14)


For Keyboard type I-Button


*


Function


ON


Nothing


SW1(6-11)


MCU_CFG2


*


Nothing


For RS232 type I-Button


ENTER


MCU_CFG5


SW1(4-13)


*


Send Last 4Byte


CTRL-A,


CTRL-Z


Send L Ctrl-Z Key in prefix2 when


iButton attach


Send ALL Byte(8Bytes)


SW1(2-15)


*


LAST 4 BYTES


NO/PRE/POST


AMBLE


NoSend


SW1(5-12)


MCU_CFG4


"||||||`"


Send L Ctrl-A Key in prefix1 when


iButton attach


SW1


MCU_CFG1


MCU_CFG3


*


OFF


Send


MCU_CFG6




*

*(Default)

Function Select

Send Enter

SW1(1-16)

SW1(3-14)

For Keyboard type I-Button

*

Function

ON

Nothing

SW1(6-11)

MCU_CFG2

*

Nothing

For RS232 type I-Button

ENTER

MCU_CFG5

SW1(4-13)

*

Send Last 4Byte

CTRL-A,

CTRL-Z

Send L Ctrl-Z Key in prefix2 when

iButton attach

Send ALL Byte(8Bytes)

SW1(2-15)

*

LAST 4 BYTES

NO/PRE/POST

AMBLE

NoSend

SW1(5-12)

MCU_CFG4

"||||||`"

Send L Ctrl-A Key in prefix1 when

iButton attach

SW1

MCU_CFG1

MCU_CFG3

*

OFF

Send

MCU_CFG6


[image: image2.emf]for MSR


*(Default)


Function


RS232 TX#


*


OFF


for MSR


SW1(8-9)


for I-Button


ON


for I-Button


SW1


SW1(7-10)


MSR/I-BUTTON Select


RS232 RX#


*


Function Select




for MSR

*(Default)

Function

RS232 TX#

*

OFF

for MSR

SW1(8-9) for I-Button

ON

for I-Button

SW1

SW1(7-10)

MSR/I-BUTTON Select

RS232 RX#

*

Function Select


For RS232 type I-Button:

SW1(5,7,8): ON

For Keyboard type I-Button:

SW1(5,7,8): OFF

