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Windows Driver

1. Manual Information

This Windows Driver Installation Manual provides information on installation, detailed
specifications, and usage of the printer’s Windows Driver according to PC operating
system (OS).

Metapace makes continual efforts to improve the functions and quality of the products. The
specifications and contents of the manual are subject to change without prior notice for this
reason.

2. Operating System (OS) Environment
The following operating systems are supported for usage.

Microsoft Windows 2000

Microsoft Windows XP (32bit/64bit)

Microsoft Windows 2003 Server (32bit/64bit)
Microsoft Windows Embedded For Point Of Service
Microsoft Windows Embedded POS Ready 2009
Microsoft Windows Embedded POS Ready 7
Microsoft Windows VISTA (32bit/64bit)

Microsoft Windows 2008 Server (32bit/64bit)
Microsoft Windows 7 (32bit/64bit)

3. Windows Driver Preparation

Windows driver is included in the CD that is shipped with the product, and the latest
version can be downloaded from the home page of Metapace.
(www.metapace.com)

If using the enclosed CD, click the “Windows Driver” button to find and run the Windows
Driver installation file.

Rev. 1.00 -3-
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4. Windows Driver Installation

4-1 Installing on Windows 2000
4-1-1 Via Serial Port

1) Double-click the Windows Driver installation file.

2) Click the “Next” button.

Metapace T-4 Windows Driver Installation

Welcome to the InstallShield Wizard for Metapace T-4 Windows Driver ¥1.0.1E

will inztall Metapace T-4 "Windows Driver ¥1.0.1E on your computer. Ta

Inistal|Shield < Back ” Mewt> | Cancel
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3) Select the COM port to be used and click the “Next” button.

Select Pork Type ll
Semial Pot—————— ~ Parallel Fort LISE Port
 COM3 = LPTH
 USE
 COMz2 O COmM4 O LPT2

Mewt

4) When the following message box appears, click the “Yes” button.

Digital Signature Not Found |

The Microzaft digital signature affirms that software has
been tested with Windows and that the zoftware has not
been alkered since it wasz bested.

The zoftware you are about to install does not contain a
Microzoft digital zignature. Therefore, there iz no
guarantee that thiz software works comecthy with
Windows,

Unknown zoftware package

|f pow want to search for Microzoft digitally zigned
zoftware, vizit the Windows pdate 'Web zite at
http: / Awindowsupdate. microgoft. com to zee if one iz
available.

Do pow want to continue the installation?

Mo More Info

5) Clicking the "Yes” button will reboot the PC.

Metapace T-4 installer ]

Restart the computer can bake effect,
Flease reskart the computer,

[fes] I want to restark my computer now,
[Ma] I will restark my computer laker,

| w |

6) Open the printer properties window in the Windows OS.

7) Click the “Port Settings” button in the "Ports” tab.

Rev. 1.00 -5-



8) Match the communication settings to those of the printer.

Windows Driver

(The communication settings of the printer can be performed by conducting a self-test.)

COM1 Properties

Rev. 1.00

Fort Settings |

Bits per second:

Data biks: I a8

Barity: I M are

Stop bits: |1

Elowy contral: I Hardware

Eesztore Defaults

ok,

Cancel

21
=
=
1
1
Applh




Windows Driver

9) Click the “Print Test Page” button and check printing status.

&% Metapace T-4 Properties 7| x|

Device Settings I MY Image & Additional Commandz I Open Drawer I Ahout I
General I Sharingl Portz I .ﬂ.dvancedl EnlnrManagementI SecLrity

Location: I

Comment;

Model: Metapace T-4

— Features
Color: ez Paper available:
Double-sided: Mo 58« 257 mm[T 4] -]
Staple; Mo
Speed: Unknown
b aRirnurm resolution: 203 dpi ll
Frinting Preferences. .. | Print T ezt Page |

] I Cancel | Lpply |

10) Proper installation of the driver is indicated if the test page is printed normally.

Rev. 1.00 -7 -
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4-1-2 Via USB Port
1) Double-click the Windows Driver installation file.

2) Click the “Next” button.

Metapace T-4 Windows Driver Installation

Welcome to the InstallShield Wizard for Metapace T-4 Windows Driver ¥1.0.1E

will inztall Metapace T-4 W river ¥1.0.1E on pour cormputer. To

InstallShield < Back ”

Cancel

Rev. 1.00 -8-
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3) Select USB and click the "Next” button.

Select Port Type x|

Senal Pot—————— — Parallel Port I1SE Port
i~ COM1 COmM3 = LPT1 _‘

" COM2 ¢ COM4 etz |l T

4) When the following message box appears, click the “Yes” button.

Digital Signature Mot Found x|

The Microzoft digital signature affirms that software haz
been tested with Windows and that the zoftware has not
been altered zince it was tested.

The software you are about to install does not contain a
Microzoft digital signature. Therefore, there iz no
guarantee that thiz software works comectly with
Windows,

Unknown zoftware package

|f wou want to zearch for Microzoft digitally signed
zoftware, vizit the Windows [Jpdate Web zite at
http: /A windowsupdate. microsaft. com to zee if one iz
available.

Do you want to continue the installation’?

Ha tare Info

5) Click the "OK” button.

Metapace T-4 installer El

Installation is completed.,
Please turn-off printer and turn-on prinker,

6) Turn on the printer.

Rev. 1.00 -9-



Windows Driver

7) The Windows Driver is automatically installed.

Found Mew Hardware

Metapace T-4

8) The USB Port setting can be confirmed in the Windows Driver properties.

&% Metapace T-4 Properties 7| x|

Device Settings I MY Image & Additional Commandz I Open Drawer I Ahout I

Generall Sharing LE .ﬂ.dvancedl EnlnrManagementI SecLrity

Print to the following port(z]. Documents will print to the first free
checked paort,

Part | D ezcription | Printer |i|
Ol comMi:  Serial Part

Ll comM2z  Serial Part

Ll cOM3:  Serial Port

Ol comM4:  Serial Part

LIFILE:  Print ta File

ISBO... “irtual printer port fo... Metapace T-4

Add Port.... Delete Paort LConfigure Part...

[~ Enable bidirectional support
[ Enable printer pooling

] I Cancel Lpply

Rev. 1.00 -10 -
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9) Click the “Print Test Page” button and check printing status.

&% Metapace T-4 Properties 7| x|

Device Settings I MY Image & Additional Commandz I Open Drawer I Ahout I
General I Sharingl Portz I .ﬂ.dvancedl EnlnrManagementI SecLrity

Location: I

Comment;

Model: Metapace T-4

— Features
Color: ez Paper available:
Double-sided: Mo 58« 257 mm[T 4] -]
Staple; Mo
Speed: Unknown
b aRirnurm resolution: 203 dpi ll
Frinting Preferences. .. | Print T ezt Page |

] I Cancel | Lpply |

10) Proper installation of the driver is indicated if the test page is printed normally.

Rev. 1.00 -11 -



Windows Driver

4-2 Installing on Windows XP/2003 Server
4-2-1 Via Serial Port

1) Double-click the Windows Driver installation file.

2) Click the “Next” button.

Metapace T-4 Windows Driver Installation

Welcome to the InstallShield Wizard for Metapace T-4 Windows Driver ¥1.0.1E

will inztall Metapace T-4 "Windows Driver ¥1.0.1E on your computer. Ta

InstallShield < Back ” Hewt> Cancel

Rev. 1.00 -12 -
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3) Select the COM port to be used and click the “Next” button.

Serial Port Parallel Part LUSE Paort
o O ¢ coMa3 " LPTY
" COMz  © COmMa " LPTZ

4) When the following message box appears, click the “Continue Anyway” button.

Software Installation

L] "_\ The zoftware you are instaling has not passed Windows Logo
- testing to werify it compatibiliby with windows =P, [Tell me why
thiz testing iz important. |

Continuing your installation of thizs software may impair
or destabilize the comrect operation of your system
either immediately or in the future. Microsoft strongly
recommends that you stop thiz inztallation now and
contact the software vendor for software that has
pazsed Windows Logo testing.

[ LContinue Snpway ] E_éTDF"Installatinn |

5) Clicking the "Yes” button will reboot the PC.

Metapace T-4 installer X

€ | PRestart the computer can take effect.
\"H Please restart the computer,

[es] I want to restart mw computer now,
[Ma] I will restart my computer laker,

6) Open the printer properties window in the Windows OS.

7) Click the “Port Settings” button in the "Ports” tab.

Rev. 1.00 -13-
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8) Match the communication settings to those of the printer.
(The communication settings of the printer can be performed by conducting a self-test.)

COM1 Properties

Part Settings |

Bitz per zecond: | 115200

Data bits: | & v|
Barity: | None v|

Stop bits: |1 vl
Flow control: | Hardware v|

[ Bestare Defaults ]

(] ][ Cancel ] Apply

Rev. 1.00 -14 -



Windows Driver

9) Click the “Print Test Page” button and check printing status.

& Metapace T-4 Properties

Device Settings || MY Image & Additional Commands | Open Drawer | About

B | Sharing Partz Advanced Color M anagement
@

@ h-1E=ta ace T -4 |

Location: | |

Comment;

Model: Metapace T-4

Features

Color: ves Paper available:
Double-sided: Mo 58 % 237 mm(T 4]
Staple: Mo

Speed: Unknown

M aximum resolution; 203 dpi

[ Frinting Preferences. .. ] [ Print T ezt Page

I k. ][ Cancel ] Apply

10) Proper installation of the driver is indicated if the test page is printed normally.
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4-2-2 Via USB Port

1) Double-click the Windows Driver installation file.
2) Click the “Next” button.

Metapace T-4 Windows Driver Installation

Welcome to the InstallShield Wizard for Metapace T-4 Windows Driver ¥1.0.1E

z Diriver %1.0.1E on pour computer. To

InstallShield  Newt> Cancel

Rev. 1.00 -16 -



3) Select USB and click the "Next” button.

Senal Part Parallel Part IJSB Port
" COM1  © COM3 " LPT1 —

o sk
" COM2  © COM4 " LPTZ2

Windows Driver

4) When the following message box appears, click the “Continue Anyway” button.

testing to werify it compatibility with \Windows =P, [Tell me why
thiz testing is important. |

Continuing your installation of thiz zoftware may impair

or destabilize the comrect operation of your system
either immediately or in the future. Microsoft strongly
recommends that you stop thiz installation now and
contact the zoftware vendor for zoftware that has
pazsed Windows Logo testing.

Software Installation

L] E The zoftware you are instaling has not paszed YWindows Logo
L

Continue Anyway ] EéTDPInstallatinn |

5) Click the "OK” button.

Metapace T-4 installen E'

i Installation is completed,
Please turn-off printer and turn-on prinker,

6) Turn on the printer.

Rev. 1.00
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7) When the New Hardware Wizard appears for the installation of the Windows Driver,
select the option as shown below and click the “Next” button.

Found New Hardware Wizard

Welcome to the Found New
Hardware Wizard

Windows will search for current and updated software by
looking on your computer, on the hardware installation CD, or on
the Windows Update Web site [with your permission).

Read our privacy policy

Can Windows connect to Windows Update to search for
software?

(O Yes, this time only

(O Yes, now and every time | connect a device

@H

Click Next to continue.

[ Next > ] [ Cancel ]

8) Click the “Next” button.

Found Hew Harndware Wizard

Thiz wizard helps you install software for;

Metapace T-4

3;;'} If your hardware came with an installation CD

“Zi=? or floppy disk. insert it now.

What do you want the wizard bo do?

{(®rinztall the software automatically [Recommended)
() Install fram a list or gpecific lacation [Advanced)

Click Mest to continue.

< Back ” Mest » ][ Cancel

Rev. 1.00 -18 -
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9) Click the “Next” button.

Found Hew Harndware Wizard

Please wait while the wizard searches. .

‘f _\.'k Metapace T-4

Cancel

10) Click the “Continue Anyway” button.

Hardware Installation

L] E The zoftware you are installing for thiz hardware:
[

Frinters

has not pazzed Windows Logo testing to werify its campatibility
with windowsz ¥P. [Tell me why this besting is important. |

Continuing your installation of thiz zoftware may impair
or destabilize the commect operation of your system
either immediately or in the future. Microsoft strongly
recommends that you stop thiz installation now and
contact the hardware vendor for software that has
pazsed Windows Logo testing.

LContinue Anyway ] E_éTDF"Installatinn |

Rev. 1.00 -19-
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11) Click the “Finish” button.

Found Hew Hardware Wizard
Completing the Found New
Hardware Wizard

The wizard haz finizhed installing the zaftware for:

JIN Metapace T-4

s

Clizk Finish ta claze the wizard.

Finizh

Rev. 1.00 - 20 -
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12) The USB Port setting can be confirmed in the Windows Driver properties.

& Metapace T-4 Properties

Device Settings | WY Image & Additional Commands: | Open Drawer | About
eneral Sharing | Partz Advanced Colar M anagement

~'| a
c:'"l betapace T-4

Erint ta the following port(z]. Documentz will print to the first free
checked port.

Part Description Prirnter
L COM1: Serial Port
U cOM2: Serial Port
U] COM3: Serial Port
U] COM4: Serial Port
LI FILE:  Print to File

[

“Wirtual printer port fo...  Metapace T-4 N
b/
[ Add Part... ] [ Delete Port ] [ LConfigure Port...
[ ] Enable bidirectional support
[ ] Enable printer pooling
k. ] [ Cancel Apply

Rev. 1.00 -21 -



13) Click the “Print Test Page” button and check printing status.

& Metapace T-4 Properties

Device Settings

WY Image & Additional Commands
General | Sharing Parts

Open Drawer

Advanced Color M anagement

About

Windows Driver

Location: |

Comment;

Model: Metapace T-4
Features

Color: es
Couble-zided: Mo
Staple: Mo

Speed: Unknown

M aximum resolution; 203 dpi

Paper available:
58 = 297 mnn[T4]

[F'r_inting Freferences. . ] [

Print T ezt Page

k. ][ Cancel ] Apply

14) Proper installation of the driver is indicated if the test page is printed normally.

Rev. 1.00
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4-3 Installing on Windows VISTA/2008 Server/7

* Note: Please turn off UAC (User Account Control) prior to
setting up configurations or properties in Windows driver.

4-3-1 Via Serial Port
1) Double-click the Windows Driver installation file.

2) Click the “Next” button.

Metapace T-4 Windows Driver Installation

Welcome to the InstallShield Wizard for Metapace T-4 Windows Driver ¥1.0.1E

will install Metapace T-4 "Windows Driver ¥1.0.1E on your computer. To

InstallShield Cancel

3) Select the COM port to be used and click the “Next” button.

x
Senal Pot———— 1~ Parallel Port USE Port
& M CoM3 " LPT1
" USE
 COM2 € COM4  LPTZ

Rev. 1.00 -23-
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4) When the following message box appears, click the “Install this driver software anyway”
button.

x

@J Windows can't verify the publisher of this driver software

=% Don'tinstall this driver software
You should check your manufacturer's website for updated driver software for your
device.

=% Install this driver software anyway
Only install driver software obtained from your manufacturer's website or disc,
IUnsigned software from other sources may harm your computer or steal information.

j See details
5) Clicking the "Yes” button will reboot the PC.

Metapace T-4 installer X]

% Restart the computer can take effect.
! Please restart the computer.

[fes] I want to restart my computer now.
[Mao] I will restart my computer later,

6) Open the printer properties window in the Windows OS.

7) Click the “Port Settings” button in the "Ports” tab.

Rev. 1.00 -24 -
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8) Match the communication settings to those of the printer.
(The communication settings of the printer can be performed by conducting a self-test.)

Port Settings |
Bitz per second:
Data bits: IE j
Parity: INune |
Stop bits: I‘I j
Flow contral: IHardware j
Restore Defaults |

ok | cance | ey |

Rev. 1.00 -25-
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9) Click the “Print Test Page” button and check printing status.

-:.. Metapace T-4 Properties ll

Device Settings | NV Image & Additional Commands I Open Drawer I About I
General | Sharing I Ports | Advanced I Color Management | Security

=) (===

Location:

Comment:

Model: Metapace T-4

~ Features

Color: Yes Paper available:

Double-sided: No 58 x 297 mm([T4] ﬂ
Staple: Mo

Speed: Unknown
Maximum resolution: 203 dpi ﬂ

Preferences... | Print Test Page

oK | Caneel | ipoh |

10) Proper installation of the driver is indicated if the test page is printed normally.
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4-3-2 Via USB Port

1) Double-click the Windows Driver installation file.

2) Click the “Next” button.

Metapace T-4 Windows Driver Installation

Welcome to the InstallShield Wizard for Metapace T-4 Windows Driver ¥1.0.1E

will inztall Metapace T-4 W river ¥1.0.1E on pour cormputer. To

InstallShield < Back ”

Cancel

3) Select USB and click the "Next” button.

Select Port Type x|

Serial Pat———— — Parallel Part ISE Part
€ COM1 & COmM3 = LPTH - —‘

C COM2 O COM4 " LPT2

Rev. 1.00 -27 -
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4) When the following message box appears, click the “Install this driver software anyway”
button.

x

@J Windows can't verify the publisher of this driver software

=% Don'tinstall this driver software
You should check your manufacturer's website for updated driver software for your
device.

=% Install this driver software anyway
Only install driver software obtained from your manufacturer's website or disc,
IUnsigned software from other sources may harm your computer or steal information.

j See details

5) Click the "OK” button.

Metapace T-4 installer x|

P b Installation is completed.
' Please turn-off printer and turn-on printer.

6) Turn on the printer.

i} Driver Software Installation x|

Your device is ready to use
USE Printing Support afReady to use
Metapace T-4 f Ready to use

Rev. 1.00 -28 -
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7) The USB Port setting can be confirmed in the Windows Driver properties.

-:.. Metapace T-4 Properties ll

Device Settings | NV Image & Additional Commands I Open Drawer I About I
General | Sharing Ports | Advanced I Color Management | Security

';"-

% Metapace T-4

Print to the following port(s). Documents will print to the first free
checked port.

Port | Description I Printer I ﬂ
O co.. Serial Port

O co.. Seral Port

O co.. Seral Port J
O co.. Serial Port

O FILE:  Print to File

[ use.. Virtual printer port for...

Virtual printer port for...

Metapace T-4

A — =

Add Port... Delete Port Cenfigure Port... |

[~ Enable bidirectional support
[ Enable printer pooling

0K I Cancel Appli

Rev. 1.00 - 29 -
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8) Click the “Print Test Page” button and check printing status.

-:.. Metapace T-4 Properties ll

Device Settings | NV Image & Additional Commands I Open Drawer I About I
General | Sharing I Ports | Advanced I Color Management | Security

=) (===

Location:

Comment:

Model: Metapace T-4

~ Features

Color: Yes Paper available:

Double-sided: No 58 x 297 mm([T4] ﬂ
Staple: Mo

Speed: Unknown
Maximum resolution: 203 dpi ﬂ

Preferences... | Print Test Page

oK | Caneel | ipoh |

9) Proper installation of the driver is indicated if the test page is printed normally.
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5. Detailed Windows Driver Settings

* Note: Please turn off UAC (User Account Control) prior to
setting up configurations or properties in Windows driver
on Windows Vista, Windows Server 2008 and Windows 7.

The following functions can be set in detail after the Windows Driver installation is
complete.

5-1 Paper Supply Method

The printer structure is such that the print head, which carries out printing, and the cutter,
which cuts the printing paper, are separated. After printing, the location of the end section
can be adjusted as follows.

- Automatically Select: Select the “Receipt[Partial cut]” automatically.

- Receipt[Partial cut]: After printed text is transferred up to the cutter (auto cutter),
a paper is cut by auto cutter.

- Receipt[No cut]: Printed text is transferred up to the cutter (manual cutter).

- Receipt[Partial cut without paper feeding]: A paper is cut by auto cutter without
paper feeding.

- Receipt [No feed]: Printed text is transferred up to the next line only.
(minimum transfer: Ox0A).

- Form[No Cut]: For long print jobs, printed text is transferred according to the Receipt
option per selected paper size.

- Form[Partial Cut]: For long print jobs, printed text is transferred and cut according to
the Receipt option per selected paper size.

Detailed setting can be done as follows.

Rev. 1.00 -31-
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1) Open the printer properties window in the Windows OS.

& Metapace T-4 Properties

Device Settings || MY Image & Additional Commands || Open Drawer || About |

Gerersl | Shaing | Pots | édvanced | Color Management |

LS

=

Location:

Cormment;

Features

Color: “'es
Double-zided: No
Staple: Mo

Speed: Unknown

b odel; Metapace T-4

kA axirnurn resolution: 203 dpi

Paper available:
58w 297 mm[T 4]

[F"r_inting F'referenn:es...] [ Frint T ezt Page

I (] ][ Cancel ] Apply

2) Click the “Printing Preferences” button in the "General” tab.

Rev. 1.00
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3) Select the desired setting in the "Paper/Quality” tab.

(Resolution is fixed at 203 x 203)

& Metapace [-4 Printing Preferences

Windows Driver

Layaout | Paper/Quality |

Tray Selection

Faper Source:

Calor

Automatically Select

Automatically Select
Receipt[Fartial cut]
Receipt[Mo cut]
Receipt[FPartial cut without paper feeding]
Receipt[Mo feed]
Farm[Mo cut]
Form[Partial cut]

ak.

I

Cancel ] apply

Rev. 1.00
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5-2 Paper Size

The paper sizes available in the Windows Driver are as follows.

- 58 x 297 mm [T4]
- 58 x 3276 mm [T4]
- 58 x 40 mm [T4]

- 58 x 80 mm [T4]

- 58 x 120 mm [T4]
- 58 x 160 mm [T4]
- 58 x 200 mm [T4]

Detailed setting can be done as follows.
1) Open the printer properties window in the Windows OS.
2) Click the “Printing Preferences” button in the "General” tab.

3) Select the "Paper/Quality” tab, and click the "Advanced” button.
Select the desired setting.

Metapace T-4 Advanced Options

@ Metapace T-4 Advanced Document Setkings

= % PaperOukpuk
Paper Size: | 53 x 297 mm[T4] »
Copy Counk: |58 x 120 mm[T4]

=] @ israphic 58 x 160 mm[T4]

53 x 200 mm[T4]

|55 % 297 mm[T4]

5G x 3276 mm[T4]

ICM INEEN 55 ¢ 40 mm[T4]

= i& Document Option| 58 = S0 mm[T4]

Colaor Printing Made: Monochraorme

Halftoning: Auto Select
Print Optimizations: Enabled

k. ] [ Cancel
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5-3 NV Image & Additional Commands

The Windows Driver serves to receive the content for print from an application and send it
to the printer. The NV Image function allows for the addition of NV image and desired
commands at the beginning or end of the print content sent to the printer.

To use the NV Image in Windows Vista, the following OS options must be set.
“Control Panel — User Accounts — Uncheck the “Use User Account Control (UAC) to help
protect your computer” checkbox under “Turn User Account Control On or Off”.

The command functions available are as follows.

- StartDoc - NV Image Printing: addition of NV Image at the beginning of the print job

- Text & Command: addition of command at the beginning of the print job

- StartPage - NV Image Printing: addition of NV Image at the beginning of the print page

- Text & Command: addition of command at the beginning of the print page

- EndPage - NV Image Printing: addition of NV Image at the beginning of the end page
- Text & Command: addition of command at the beginning of the end page

- EndDoc - NV Image Printing: addition of NV Image at the beginning of the end job

- Text & Command: addition of command at the beginning of the end job

- NV Tool Button - Execution of NV Image Tool for download images to the printer.

Detailed setting can be done as follows.

1) Open the printer properties window in the Windows OS.
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2) Click the " NV Image & Additional Commands” tab.

& Metapace T-4 Properties

Windows Driver

General Sharing Partz Advanced
Device Settings | MY Image & Additional Commands

Start Doc
M image printing: (NSRS RN

Colar Management

Text & Command [ Example: <1B700019FF> or <1B>p<0019FF> ]

Text &
Command

Start Pane

MY image printing: |ND MY image printed

Text &
Command

End Page

MY image printing: |N|:| N image printed

Text &
Command

End Doc

MY image printing: |Nn:| MY image printed

Text &
Command

MY Image Printing

{+ Maonochrome

Ahout

I ak. ][ Cancel ]

3) If the user wishes to add NV Image prior to printing, Select NV Image in the "NV Image

Printing” in StartDoc and click the “Apply” button.

4) If the user wishes to open Cash Drawer 1 prior to printing, enter “<1B700019FF>"

in the "StartDoc” space and click the “Apply” button.

5) If the user wishes to open Cash Drawer 1 at the end of printing, enter
“X1B\x70\x00\x19\xff” in the "EndDoc” space and click the “Apply” button.

6) If the user wishes to download NV image to printer, click “NV Tool” button and download
the image using NV tool (Detailed information is informed in NV Tool manual)

For more information on the hexadecimals that can be entered in “Text & Command” box,

refer to the Control Commands Manual.
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5-4 NV Image Download

1) Click “NV Tool” Button in NV Image Tab.

& Metapace T-4 Properties

General Sharing Forts Advanced Color Management
Device Settings | MY Image & Additional Cormmands | Open Drawer | About

Text & Command [ Example: <1B700019FF> ar <1B>p<0019FF> |
Start Doc
MY image printing: | S AT ERER =
Teut &
Command

Start Fane
HY image printing: |ND MWW image printed ﬂ

Text &
Caormmand

End Page
MY image printing: |N|:| MY image printed j

Text &
Caormmatd

End Do
MY image printing: |Nn:| M image printed ﬂ
Text &
Comrnand

MY Image Printing
f* Monochrome My TOOL ‘

OF. l[ Cancel ]

Rev. 1.00 - 37 -



Windows Driver

2) Upon initiation of the program, the following main window will be appeared.

X NV Image Tool ¥1.0.0

(X)

Mo. | Mame | Size |
1 cafeblue208 bmp 1
Orignal Image Transtormed Image
Bitmap Selection Change Color Range Brightness
Logo Files : 1 7256 | T 0
Logo Size Total : 1 /256 KByte peEn e | THRESHOLD - [
L
Configuration Remave ‘ |
2| Colar
Poart Setting
e | gy N
Printer : Metapace T-4 R Walue I:l f'“
Dowwnload Mode : 1 Colar thermal [ - o~
Interface : UsB JaE| L =
Part : LSB001: S
-
L Walue l:l
Print |
L] EXIT ‘

3) Click “Port Setting” button to set communication configuration.

&Y Comm Configuration

Step 1. Select Printer Model
|M etapace T-4 j

Step 2. Select Interface

|Serial ﬂ
Step 3. Set Configuration
Part EEDE |

] Cancel

........................................
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4) Set the port and the communication configuration that corresponds to the printer.

&YX Comm Configuration

Step 1. Select Printer Model

|Metapace T4

Step 2. Select Interface

ak

Cancel

3

¥ Comm Configuration §|

Step 1. Select Printer Model
|Metapace T-4 ﬂ

Step 2. Select Interface
|Serial j

Step 3. Set Configuration

Part :

Baudrate :

[rataBits -

StopBits :

FarituBitz :

Flow contral : |Hardware

(]9 Cancel ‘

5) After selecting the configuration press “OK” button to complete the communication
configuration setting, and press “Cancel” button to cancel the configuration selected.

6) The images can be opened / added, deleted in the Image list box using three buttons in
Bitmap selection. Only bmp type of image is available to download.

% NV Image Tool ¥1.0.0

X]

Mo. | Mame | Size

1 cafeblus 2058 bmp 1

Logo Files: 1 1256
Logo Size Total : 1 §F 256 KByte

Bitmap Selection

Orignal Image

Change Color Range Brightness

0
THRESHOLD - I

Transformed Image

|
Configuration Remave ‘ [
e | Calar
Port Setting

e | m——
Prirter : Metapace T-4 R Walue I:I r
Dovevnlozd Mode ;1 Color thermal | - ~
Interface : (I3:] | L -
Part : U=B001: Dovwnload..

-
L %alue I:l
Print [
L EXIT ‘
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7) When the “Download..” button is clicked, pop-up window and the steps are different

based on printer model.

X)

&% NV Image Tool ¥1.0.0
Mo | Mame | size | [5%m,
m cafeblue205 bmp g K Cdﬁ [bl“:] gﬁﬁ [ﬁﬁﬂ :]

Logo Files : 1 /256

Bitmag Selection

Origral Image

Change Color Range

Logo Size Total - 1 /255 KByte Gz Al ‘ THRESHOLD -
Configuration Remove ‘ [
B2
Port Sefting
Reset ‘
Prirter : Metapace T-4 R Walue I:l
Dowwnload Made ;1 Calor thermal [
Interface ; LB _
Part : USB001: Downioad..
L Walue I:l
Prirt [
B2

Transtormed Image

Brightness
0
|
L
Calar
&
< [
~
.l
~
-
EXIT

8) Download the mono image in thermal printer. After all images stored on the
corresponding printer are deleted, the image is downloaded. The image is assigned a
number according to the image list displayed on the screen.

Metapace T-4 Image download dialog

Rev. 1.00

Dovwvnloading Status

Feady downloading.

Dowenload Statt ‘ Save File.. |

3

Cancel
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9) The “Print” button in the main screen can be used on each printer model to print and
test a stored image.

I NV Image Tool ¥1.0.0 (X]

Ng_l Mame | Size | 10

| cafeblus208 hmp i K Jcaﬁ [bl“ :]

Origral Image Transtormed Image
Bitmag Selection Change Color Range Brightness
Logo Files : 1 /258 . a
. i Open File

Logo Size Total @ 1 1256 KByte THRESHOLD |

L
Configuration Remove ‘ [

| Color

Reset

[ ~
Prirter : Metapace T-4 R Walue I:l
Dovvnlosd Mode : 1 Colar thermal [ -
Interface ; LB _ L

-

Port Sefting ‘

Y Y W

Part : USB001: Downioad..

L Value ’_ I:l

Pririt [
| EXIT

10) Print the mono image in thermal printer. Configuration of expansion options and the
selection of the number of the image to be printed can be done when printing.

Quality Header
* Single Hightw/ide
" Double wide
" Double High
" Double Hightide

* Mone Header

" Add Header

Printing R ange
& Al Sample] 1-2 3.45. 7

™ Selection |

Exit
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5-5 Open Drawer

The Windows Driver supports “Open Drawer” and “Buzzer” functions.

The Open Drawer function allows for open drawer commands at the beginning or end of
the print content sent to the printer.

The Buzzer functions allows for internal beep commands at the beginning or end of the
print content sent to the printer.

To use the functions in Windows Vista, the following OS options must be set.
“Control Panel — User Accounts — Uncheck the “Use User Account Control (UAC) to help
protect your computer” checkbox under “Turn User Account Control On or Off”.

The command functions available are as follows.

- BeginJob - Open Cash Drawerl / External Beep 1

: Addition of Open Drawerl or External Buzzerl at the beginning of the print job
- Open Cash Drawer2 / External Beep 2

: Addition of Open Drawer2 or External Buzzer2 at the beginning of the print job
- EndJob - Open Cash Drawerl / External Beep 1

: Addition of Open Drawerl or External Buzzerl at the End of the print job
- Open Cash Drawer2 / External Beep 2

: Addition of Open Drawer2 or External Buzzer2 at the End of the print job

Detailed setting can be done as follows.

1) Open the printer properties window in the Windows OS.
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2) Click the " Opened Drawer” tab.

& Metapace T-4 Properties

General Sharing Ports Advanced Color Management
Device Settings || NY Image & Additional Commands | Qpen Drawer | Abogt
Beqinlob
[ Open Cash Drawer 1 | j

[ Open Cash Dirawer 2 :||

Endlob

|EI Mumber of Line Feeds [0 -99]
[ Open Cash Drawer 1 j

[ Open Cash Drawer 2 :II

WSM

WS
Yirtual Memory Switch kanager

I ak. ][ Cancel ]

3) If the user wishes to open Cash Drawer 1 prior to printing, check box of “Open Cash
Drawerl” in the ” BeginJob” and click the “Apply” button.

4) If the user wishes to open Cash Drawer 2 at the end of printing, check box of “Open
Cash Drawer2” in the "EndJob” and click the “Apply” button.

5) If the user wishes to use Internal Beep at the end of printing, check box of “Internal
Beep” in the "EndJob” and click the “Apply” button.
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5-6 VMSM
5-6-1 Printer Communication Setting

To use the VMSM (Virtual Memory Switch Manager), It is necessary to set the status of
communication between Printer and PC.

1) Click “VMSM?” Button in Open Drawer Tab.

& Metapace T-4 Properties

General Sharing Partz Advanced Color Management
Device Settings || NY Image & Additional Commands | Qpen Drawer | Abogt

Beqinlob

[ Open Cash Drawer 1 | :||

[ Open Cash Dirawer 2 :||

Endlob
|EI Mumber of Line Feeds [0 -99]

[ Open Cash Drawer 1 :II
[ Open Cash Drawer 2 j

WSM

WS
Yirtual Memory Switch kanager

k. ] [ Cancel
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2) Upon initiation of the program, the following pop-up window will appeatr.

B Metapace T-4 YMSHM ¥1.0.0

Interface Type

'+ SERIAL "

Communication Setting

Fiort

Baud Fate
Data Bits
Farity
Stop Bitz

Flows Contral

|COM1 -

115200

8

=l
|Nnne j
=l
=l

I

|Hardware

£ USE

X

Check Communication

E it

3) Select the Interface Type.

- SERIAL
- USB

In the Serial Interface, match the communication setting (COM Port Number and Baud
Rate) to those of the Printer.
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4) Click the “Check Communication” button, and Check the Current Communication Status.
If there is no problem between PC and Printer, the following message will appear.

Information @

1 ) Printer is connecked,

* If the message doesn’t appear, restart the program.

5) If communication is okay, the Self Test button, Run Manager button and Command Test
Editor button become available for selection.

B Metapace T-4 YMSM ¥1.0.0

Interface Type

" SERIAL - + LISE

Communication Setting

Port | T-4:5 Pushibvic - |

Check Communication

Baud R ate

[rata Bitz

Stop Bits

Lol L) Led L

|
|
Farity |
|
|

Flow Caontral E xit

[Self Test]: Pressing this button prints the self-test page of the printer.

[Run Manager]: Pressing this button opens a window for memory switch settings of the
printer.

[Command Test Editor]: Pressing this button opens a window for command test
of the printer.
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5-6-2 Getting the Memory Switch Status of the Printer

1) If the Communication Setting is OK, click the “Run Manager” button.

B Metapace T-4 YMSM V1.0.0 (%]

Interface Type

" SERIAL - + LISE

Communication Setting

Port | T-4:5 Pushibvic - |

Check Communication

Baud R ate

Data Bitz

Stop Bits

Flow Contral

Lol Led Led Le

|
|
Farity |
|
|

E it

2) Click the “Get Status” button. It gets the status of the Printer Setting.

X

Metapace T-4 YMSM(¥1.0.0)

Memary switch l Printer 5 etting ] S ot S
Yirtual bMemary Switch Status Display Print Statusz
Auto Cutter |N':' Change ﬂ Frint Full Codepage
Drensity | Mo Change j Get Status
Partial cutting Step |No Change =l Set Status
Font Selection |N':' Change ﬂ Ilser Status Setting
Save Statuz
Load Status
Initialize Status
E it
Frogess :
Copyright [C] Metapace Co., Ltd. 2012
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3) The “Memory switch” Tab in the Printer Status window displays the current virtual
memory switch settings of the printer, and allows new settings to be defined.

Metapace T-4 VMSM{V1.0.0) Pz|
Memary switch l Printer 5 etting ] S ot S
Yirtual bMemary Switch Status Display Print Statusz
Ao Cutter |F”" Cutting ﬂ Print Full Codepage
Density | Dk, ﬂ Get Statuz
Partial cutting Step |85 Steps [Defuall] | Set Status
Pl Sileciliony |F':'”t All2xzd) ﬂ IJzer Statuz Setting
Save Statuz
Load Status
Initialize Status
E it
Frogess :
Copyright [C] Metapace Co., Ltd. 2012

4) The “Printer Setting” Tab displays Language setting, printer information, and code page
information, and allows new settings to be defined.

Metapace T-4 VMSM(¥1.0.0) X
i Frinter Settin
bemary switch ] l Setup Status
Printer Mode ; Metapace T-4 Frint Status
Firmware Werzion : WO1.005TD 012612 Print Full Codepage
Language FC437
Default Code Page Gt Status
|F'E43F" [USA: Standard Europe] j St Statuz
ICS [Intemational Character Set) Uzer Status Setting
|L|5.-'1‘-. ﬂ Save Statuz
Load Status
Language
| ENG ﬂ Initialize: Status
E it
Frogess :
Copyright [C] Metapace Co., Ltd. 2012
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5-6-3 Setting the memory switch status of the Printer

After getting the memory switch status of the printer, the status of the printer can be
modified.

Metapace T-4 YMSM{¥1.0.0] [‘5_<|

Memom switch | Printer Sett
l IS S '”9] Setup Statug

Yirtual Memon Switch Status Display Print Statuz
Auta Cutter |FU" Cutting ﬂ Frint Full Codepage
Dengzity | Doark: ﬂ Get Status
Partial cutting Step |85 Steps [Defualt) j Set Statusz
Fai: SeEeien |Font A[12:24) =l User Status Setting

Save Status
Load Status

Initialize Statuz

E uit

Progess :

Copyright [C] Metapace Co., Lid. 2012

1) “Get Status”
Pressing this button displays the current memory switch settings read from the printer.
The following message appears if the switch settings are acquired normally.

Information f'5_<|

\14) Success ko get skatus of printer,

2) “Set Status”
Pressing this button allows the user to designate switch settings of the printer.
The following message appears if the settings are appropriately defined.

Information f'5_<|

1 ) Success ko sek skatus of prinker
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3) “Save Status”
Pressing this button saves the current memory switch settings to file.

4) “Load Status”
Pressing this button loads and displays the previously-saved memory switch settings file.

5) “Initialize Status”
Pressing this button resets the memory switch settings.

6) “Default Code Page Combo Box”
The user may select and set the default code page. However, for T-4 printers,
this function is available only if the Nation Set Management Combo Box is set to STD.

Metapace T-4 VMSM{Y1.0.0] §|

Memary switch  Printer Setting l Setup Status

Printer Mode ; Metapace T-4 Frint Status
Firmwware Werzion : WO1.005TD 012612 Print Full Codepage
Language FC437
Default Code Page Gt Status
| PCA37 [USA: Standard Europe] j St Statuz

PL (L ndard Europe|
) K.atakana
IC5 [Intermational Charad prasn Multilingual)
PCEED [Portugues]

PCEE3 (Canadian-French] Save Status
PCEES [Mordic)
WPC1252 [Lantin 1) Load Status
Language PCEER [Cyrillic #2)
PCE52 [Latin 2] Initialize Statuz
PCE5E [Eura)

PCAEZ [Hebrew DOS code)
PCEES [Arabic) E it
Thai character code 42

WPCT253 [Greek)

Progess ; WPC1254 [Turkizh)

WPCT257 [Baltic) b’

Copyright [C] Metapace Co., Ltd. 2012

Llzer Status Setting
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7) “Double byte Font selection Combo Box”
The Code page and font settings can be designated according to country and distributor.

Metapace T-4 VMSM(¥1.0.0) X
i Frinter Settin
bemary switch ] l Setup Status
Printer Mode ; Metapace T-4 Frint Status
Firmware Werzion : WO1.005TD 012612 Print Full Codepage
Language FC437
Default Code Page Gt Status
|F'E43F" [USA: Standard Europe] j St Statuz
ICS [Intemational Character Set) Uzer Status Setting
|L|5.-'1‘-. ﬂ Save Statuz
Load Status
Language
| ENG ﬂ Initialize: Status
E xit
ENG "
Frogess :
Copyright [C] Metapace Co., Ltd. 2012

(1) If the “Set Status” button is pressed, the following message will appear.

Information f'5_<|

1 } Success bo sek skatus of prinker

The default code page can be set by selecting the STD option in the combo box.
The default code page cannot be set if the Korean/Chinese(GB2312), option is selected.
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5-6-4 Using the Command Test Editor
1) If the Communication Setting is OK, click the “Command Test Editor” button.

B Metapace T-4 VMSM ¥1.0.0 |

Interface Tupe

™ SERIAL i f+ |USE
Communication Setting
Port | T-4:38Pusbtbvic - |
Baud Rate | J Self Test
Data Bits | J Run Manager
Fariky | J
Stop Bits | J Command Test Editor
Flows Control | J E it

2) If the “Command Test Editor” button is pressed, the following dialog box will appear.
Using this Dialog, the user can write and edit the command and send to the printer.
Each button of “Printing Option” and “Etc” group can insert commands to edit box.
Also “Write Command” button can transfer these commands to the printer. To verify the
result of sending the command can use the “Print Test String” button.

Command Test Editor rg|
Command (HexValue, Ex: 1d &1 ff 0a)
WWrite ta the Printer
Write Command ‘
TestFrinting
Print Test String ‘
* After Editing the Command, Click the Cammand Write Buttan ta send the Printer
Frinting Option
Font
FomtA FontB Line Spa Select Cod | Bold
an an ine Spacing electCodepage | — ) oo
Alignment Cut and Feeding
Left Alignment Center Alignment Right Alignment Paper Cut | Feed ‘
Etc
MY Image Cash Drawer
Print MY Image | Open Drawerl 50ms(Zpin) ‘ Open Drawer2 50ms(5pin) |
Clear ‘ Save Load ‘ Close ‘

Rev. 1.00 -52 -



6. Windows Driver Specifications

6-1 Fonts

The Windows Driver of the printer supports the fonts listed below.
Printing is done at faster speed when using the fonts below as opposed to the Windows
fonts of the OS.

Windows Driver

Printer Fonts Character Size (dot) Sizes (point)
FontAlxl | FontAlx1[Ext] | FontA1x1[255] FontA1x1(12x24) 8.5
FontAlx2 FontA1x2[Ext.] | FontA1x2[255] FontA1x2(12x48) 17
FontA2x1 FontA2x1[Ext.] | FontA2x1[255] FontA2x1(24x24) 8.5
FontA2x2 FontA2x2[Ext.] | FontA2x2[255] FontA2x2(24x48) 17
FontA2x4 FontA2x4[Ext.] | FontA2x4[255] FontA2x4(24x96) 34
FontA4x2 FontA4x2[Ext.] | FontA4x2[255] FontA4x2(48x48) 17
FontA4x4 FontA4x4[Ext.] | FontAd4x4[255] FontA4x4(48x96) 34
FontA4x8 FontA4x8[Ext.] | FontA4x8[255] FontA4x8(48x192) 68
FontA8x4 FontA8x4[Ext.] | FontA8x4[255] FontA8x4(96x96) 34
FontA8x8 FontA8x8[Ext.] | FontA8x8[255] FontA8x8(96x192) 68
FontCix1 FontC1x1[Ext.] | FontC1x1[255] FontC1x1(9x24) 8.5
FontC1x2 FontC1x2[Ext.] | FontC1x2[255] FontC1x2(9x48) 17
FontC2x1 FontC2x1[Ext.] | FontC2x1[255] FontC2x1(18x24) 8.5
FontC2x2 FontC2x2[Ext.] | FontC2x2[255] FontC2x2(18x48) 17
FontC2x4 FontC2x4[Ext.] | FontC2x4[255] FontC2x4(18x96) 34
FontC4x2 FontC4x2[Ext.] | FontC4x2[255] FontC4x2(36x48) 17
FontC4x4 FontC4x4[Ext.] | FontC4x4[255] FontC4x4(36x96) 34
FontC4x8 FontCA4x8[Ext.] | FontC4x8[255] FontC4x8(36x192) 68
FontC8x4 FontC8x4[Ext.] | FontC8x4[255] FontC8x4(72x96) 34
FontC8x8 FontC8x8[Ext.] | FontC8x8[255] FontC8x8(72x192) 68

Printer Fonts are defined as follows.

1) FontAl1x2

- ANSI Character code support (Code Page 16: 1252)
- Character size (dot): 12 x 48 (double height) / Sizes (point): 17

2) FontA1x2[Ext]
- IBM expansion Character code support (Code Page 0: 437)
- Character size (dot): 12 x 48 (double height)
- Sizes (point): 17

3) FontA1x2[255]

- Buyer exclusive code support (Code Page 255)

- Character size (dot): 12 x 48 (double height)
- Sizes (point): 17

Rev. 1.00
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6-2 Special Functions

Windows Driver

The Windows Driver supports the special functions indicated below.

These special functions are available when using the characters after the “FontControl”
font is selected.

This function is not an ordinary character printing function. Take special care.

Character

Special Function

Prints HT (0 x 09)

Prints LF (0O x OA)

Prints CR (0 x OD)

Open Drawer 2 (50ms drive pulse width)

Open Drawer 2 (100ms drive pulse width)

Open Drawer 2 (150ms drive pulse width)

Open Drawer 2 (200ms drive pulse width)

Open Drawer 2 (250ms drive pulse width)

Cut Receipt (partial cut) without paper feeding

Does not add HRI characters to the barcode

Adds HRI characters in FontA above the barcode

Adds HRI characters in FontA below the barcode

Adds HRI characters in FontC above the barcode

Adds HRI characters in FontC below the barcode

Aligns text to the left

Aligns text to the center

Aligns text to the right

Open Drawer 1 (50ms drive pulse width)

Open Drawer 1 (100ms drive pulse width)

Open Drawer 1 (150ms drive pulse width)

Open Drawer 1 (200ms drive pulse width)

Open Drawer 1 (250ms drive pulse width)

Prints 1 NV bit image

Prints 2" NV bit image

Prints 3™ NV bit image

Prints 4™ NV bit image

Prints 5™ NV bit image

Cut Receipt (partial cut)

Prints 1% NV bit image in double-sized mode.

Prints 2" NV bit image in double-sized mode.

S—— || XR|a|[—|Z(OIMTO|O|mI>DK|X|S|~|lun|~lala|o|alo|o|w |N|jo|on

Prints 3" NV bit image in double-sized mode.

Prints 4™ NV bit image in double-sized mode.

‘A

Prints 5™ NV bit image in double-sized mode.

Rev. 1.00
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1) Sample Use

Windows Driver

If the “FontControl” font is selected and 6 is entered, the “LF” (Line Feeding) operation is

activated.
(does not entail the printing of the character “6)

2) “FontControl” Font Function

Printer Font for

Special Function Function

Size
(point/dot)

Open Drawer 1/2
Cut receipt
Cut receipt(without paper feeding)
FontControl Justification (Left/Center/Right)
Output HT, Output LF, Output CR
Barcode Printing
Print NV Graphic Data

(8.5 / 12x24)
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6-3 Barcodes

Windows Driver

The Windows Driver supports the barcodes indicated below.
This function is available when entering barcode data after selecting “Printer Font Name”.
In addition, the “FontControl” font can be used to add HRI characters.

Printer Font Name Size Supported Characters
Numberic: 0~9
Codabar 18/35.5/53/71 Symbols: $, +, -, ., /, :
Letters: A~D
Numberic: 0~9
Code39 18/35.5/53/71 Symbols: $, +, -, .,/
Letters: A~Z
JAN13(EAN) 18/35.5/53/71 Numberic: 0~9
JANS(EAN) 18/35.5/53/71 Numberic: 0~9
ITF 18/35.5/53/71 Numberic: 0~9
UPC-A 18/35.5/53/71 Numberic: 0~9
UPC-E 18/35.5/53/71 Numberic: 0~9
Code93 18/35.5/53/71 ASCII CODE: 0~127
Codel28 18/35.5/53/71 ASCIl CODE: 0~127

1) Sample Use

Select “Code39” and Size “18”, and then enter “1234”.
The barcode corresponding to “1234” is printed.

2) When Using Code128

Select “Code128” and Size “18”, and then enter “{B1234”.
The barcode corresponding to “1234” is printed.

When using “Code128”, characters, such as “{A”, {{B”, “{C”, must be included before the
input data.
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7. Use of Windows Driver
7-1 Use of Visual Basic

This section explains the use of the Windows Driver with Visual Basic to control the printer
(T-4).

Sample programs are saved together if the Windows Driver is installed. Take note.

7-1-1 Windows Driver Selection

The following code is an example of the selection of the “Metapace T-4” Windows Driver.

For Each prnPrinter In Printers

If prnPrinter.DeviceName = “Metapace T-4” Then

Set Printer = prnPrinter
Exit For
End If

Next
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7-1-2 Test Printing

The following code is an example of the printing of Arial Test via the Windows font, and
FontAlx1Test via the printer font.

‘Print in Windows font
Printer.FontSize = 9
Printer.FontName = “Arial”
Printer.Print “Arial Test”

‘Print in printer font
Printer.FontSize = 8.5
Printer.FontName = “FontA1x1”
Printer.Print “FontA1x1Test”

Printer.EndDoc

7-1-3 Barcode Printing

The following code is an example of the printing of the JAN8 (EAN) barcode.

'Print Bar Code.
Printer.FontSize = 18

Printer.FontName = "JAN8 (EAN)"

Printer.Print "1234567"

Printer.EndDoc
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7-2 Use of WordPad

7-2-1 WordPad Environment Settings

Windows Driver

After running WordPad and setting the following conditions, conduct a test.

- Select Printer

After selecting “Print” from the “File” menu, select the printer (Metapace T-4).

- Select Paper Size, Orientation, and Margins

After selecting “Page Setup” from the “File” menu, select the paper size, orientation,

and margins.
7-2-2 Text Printing

Use the Windows Driver of the printer to run a test.

LBX

File Edit ‘Wiew Insert Format Help

Ded &L #

|anb’-'n.1 il

B &

v| |8.5 v| |Westem v

B /7 U S |E

Fontdlxl: Device Font

|[For Help, press F1

1) Select the desired font from the Font menu (FontA 1x1).

2) Select the desired font size (8.5).
3) Enter the text to be printed in WordPad.

4) Click the Print button in the toolbar to print.
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Windows Driver

7-2-3 Barcode Printing

Use the Windows Driver of the printer to print the barcode.

CEX

File Edit Wiew Insert Format Help
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12123453

IFor Help, press F1

1) Select the desired barcode from the Font menu (Code128).
2) Select the desired font size (18).
3) Enter “{A123453” in WordPad.

4) Click the Print button in the toolbar to print.
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