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JavaPOS Driver

1. Manual Information

This manual provides information on the BIXOLON JavaPOS driver as well as on the
usage POS printer products offered by BIXOLON.

The following are terms contained in this manual.

- JDK : Java Development Kit

- JRE : Java Runtime Environment

- JavaPOS : Java Point of Sale

- JCL Utility : JavaPOS Configuration Loader Utility

[Reference Websites]

http://www.javapos.com : Java POS committee website
http://java.com : Official Java website
http://www.bixolon.com : BIXOLON printers website

We at BIXOLON maintain ongoing efforts to enhance and upgrade the functions and

quality of all our products. In following, product specifications and/or user manual content
may be changed without prior notice.
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2. Usage Environment
2-1 Features

Using standard API functions, the POS System can be developed more quickly and easily,
and applications can be developed independently from the operating system.

2-2 Supported Operating Systems

- Windows XP (32/64bit)

- Windows Server 2003 (32/64bit)
- Windows Vista (32/64bit)

- Windows 7 (32/64bit)

- Windows 8 (32/64bit)

- Windows 10 (32/64bit)

2-3 Supported Interface

POSPrinter

Model Serial | U

w

Ethernet | Bluetooth | Wireless LAN

STP-103lll

SRP-275 / SRP-27511 /| SRP-275llI

SRP-330 / SRP-33011 / SRP-332lII

XX X[ X
XX XX

SRP-340I1 / SRP-342lI

SRP-350 / SRP-350ll
SRP-350plus / SRP-350plusli
SRP-352plus / SRP-352plusll

X

SRP-350IIl / SRP-352llI

SRP-350pluslil / SRP-352pluslIl

SRP-380 / SRP-382

SRP-F310 / SRP-F312

SRP-F3101l / SRP-F312lII
SRP-F313lI

SRP-S8300

SRP-Q300 / SRP-Q302

X|O|0O| O |O|0O|0|0| O |0O|0|0|X

X|O|0O| O |O|0|0|X

SPP-R200

SPP-R200II / SPP-R200l1l
SPP-R300 / SPP-R310
SPP-R400 / SPP-R410

O |O|X|O0l O |O|0|0|O0| O |o|o|o|o

X

O O |0|0|0o] O |O|0|0|O0| O |O|o|0|0|wn

O] O |0|0|0| O |X|0|0|X| X

ol O

SPP-R210 / SPP-R220

e
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MSR(Magnetic Stripe Reader)

JavaPOS Driver

Model

Serial

uy)

Ethernet

Bluetooth

Wireless LAN

SPP-R200_MSR

SPP-R200II_MSR

SPP-R200III_MSR

SPP-R210 MSR

SPP-R220_MSR

SPP-R300_MSR

SPP-R310 MSR

SPP-R400_MSR

O|0|0|X|X|0|0|0

O|0|0|0|0|0|0|0|»

XXX XXX X | X

O|0|0|0|0|0|0|0

O|0|0|0|0|0|0|X

2-4 Java Environment

- JRE(Java Runtime Environment) 32bit Version 1.5 or higher

Rev. 3.12
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3. Installation

The BIXOLON JavaPOS driver includes the JavaPOS Device Control, JavaPOS Device
Service, JCL(Java Configuration Loader) Utility, manual, test program, sample source, etc.

3-1 JavaPOS Driver Installation
1) Run the JavaPOS Driver installation file.

2) “Welcome” dialog is displayed.

[ #B) setup - BIXOLON JavapOs SRR

Welcome to the BIXOLON
JavaPOS Setup Wizard
This will install W2.3.% on your computer,

Itis recommended that you dose all other applications before
cantinuing.

Click Mext to continue, or Cancel to exit Setup,

Rev. 3.12 -6 -



3) Select the installation folder.

The default folder: “C:\BIXOLON JavaPOS\’

JavaPOS Driver

i Setup - BIXOLON JavaPOS

select Destination Location
Where should BIXOLOM JavaPOs be installed?

| Setup will install BIXOLOM JavaPOSs into the following folder.

To continue, dick Mext, If yvou would like to select a different folder, dick Browse,

JWBINOLON JavaPOs

At least 4.9 MBE of free disk space is required.

Browse...

< Back “ Mext = ][ Cancel

4) Ready to install.

ﬁ! Setup - BIXOLON JavaPOSs

Ready to Install

change any settings.

Destination location:
' WBIXOLOM JavaPos

Setup is now ready to begin installing BIXOLON JavaPOS on your computer.

Click Install to continue with the installation, or dick Back if you want to review or

< Back ]l Install |[ Cancel

Rev. 3.12
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3-2 JDK & JRE installation

1) JDK & JRE Installation
Download the 1.5 or higher version of the JDK for Windows 32bit from

http://java.sun.com/javase/downloads/index.jsp

2) Run “jdk-XXX-windows-i586-X.exe” and install the JDK.
* The JRE is installed automatically during JDK installation and thus no separate
JRE installation is required.
3-3 Java communication files installation

1) Run “Comminstaller.exe” file on installation path.
* Run as administrator.

2) Check the JRE(Java Runtime Environment) location.

ré; Bixolon Communication Installer [ = |-~-;h]1

JRE Location:  [CiProgram Files aByJavaire 5.0_22-..[»] | .. |

CAProgram Files gxg@BnJavaljrel.5.0_22-install
| CAFrogram Files (xaanlavaijref :I

CAProgram Files (eEnlavaijre?
Create Script fiom -DIIEII? | ¢ ! J | reorrm stall

L

* JRE location will be displayed. In case of various JRE installation,
select one of the JRE location in Combo-box as above image.
Unless JRE location does display in Combo Box, Click “Change install location”
button. Then assign the correct JRE location.

3) Click “Run Install” button.

4) As soon as installation is complete, "Installation is completed” dialog message will be
displayed.

Information Iﬁ

':o:' Installation is completed.

B OK |

L "]

* In case that "Installation is failed" message will be poped up,
installation doesn't complete correctly.
JavaPOS driver can not be worked properly.

5) 2 filies below will be installed in a folder which includes Comminstaller.exe file.

- bixolon-jclutility.bat . batch file for running JavaPOS Configuration Loader
- bixolon-testprogram.bat : batch file for running JavaPOS test program

Rev. 3.12 -8-
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3-4 Environment Variables configuration

*You can use bixolon-jclutility.Bat and bixolon-testprogram.Bat
In BIXOLON JavaPOS Driver without the setting of the environment variables.

1) Select Start -> Settings -> Control Panel -> System.

* System may not appear if using Windows XP. In such cases, click “Switch to
Classic View” at the top left of the Control Panel, and the System icon should
appear.

2) In the Advanced tab, click the “Environment Variables” button.
3) Add the following content in the path value of both the user environment variables and
the system environment variables.

To Be Added: <JRE Location on Comminstaller>\bin

Ex) C:\Program Files\Java\jre1.6.0\bin

4) Reboot the computer.
5) Select Start -> Programs -> Accessories -> Command Prompt.

6) Enter “java —version” in the command prompt window.

7) If the following appears, installation has been completed successfully.

s CHMWINDOWSWsystem3Z2Wemd. exe

C:WDocuments and SettingsWcools>java —version

java version "i1.6.0_61"

Java(TM> SE Runtime Environment ¢huild 1.6.8_@1-h#6>

Java HotSpot(TM>} Client UM <(build 1.6.8_@1-bB6,. mixed mode,. sharingl

C:WDocuments and SettingsWcools?

Rev. 3.12 -9-
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4. JavaPOS Configuration Utility Setting

Double click “bixolon-jclutility.bat”.
The JavaPOS Configuration Utility begins.

i B
s BIXOLON JavaPOS Configuration Utility EESNE

File Advanced

Add Device Fegizterad Device Listin jpos.xml
1 Device
Add CashDrawer |j| POSPrinter Device Description
D CashDrawer
Remove Device |—_q| MSR Device Hame :
LDH:
ModieDeice Using Port :

Check Health

Exit

e

4-1 POSPrinter Registration

1) Click “Add Device” button and select ‘POSPrinter’ in Device Category.

r ™
Select Device ﬁ

Device Catgory  |POSPrinter ||

Available device list
SRP-275 -

SRP-2751
SRP-Z2751
SRP-330
SRP-350
SRP-3501
SRP-3501
SHEP-350plus
SRP-350plusll
SRP-350plusill
SRP-3521
SHP-352plus

1]

Select Close

Rev. 3.12 -10 -
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2) Click the “Select” button after choosing one of the available device lists.

-

Device Configuration

==

Device Hame
SRP-352plusll

Logical Device Hame{LDHN)
|SRP-352plusli |

Port Hame
Baud Rate 115200
Bit Length
Parity

Stop Bit(s)

Advanced

W Serial ' Bluetooth ) USE

[=]
ﬁillﬁ:‘I
QIIIE
[«

Flow Control |Hardware

) Ethernet ) WirelessLAN

Output Buffer (4096

Check Health

Save Close

L

3) Set the communication environment of the connected printer and click “Save” button.

4) To apply the dithering or grayscale printing when you want to print the image, please
select the following Advanced dialog.

-

Advanced

S

® None

Image Processing
i Mono Dithering ) Grayscale

Save

Close

L

* The image processing options can only be applied to "PrintBitmap" function.

* Grayscale printing is only supported on the SRP-330Il, SRP-332Il, SRP-350pluslil,
SRP-352pluslll, SRP-F310I1l, SRP-F312Il, SRP-F313ll, SRP-380, SRP-382,
SRP-S300, SRP-Q300, SRP-Q302.

Rev. 3.12
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5) Click “Check Health” to see if the printer operates properly.

Rev. 3.12

POSPrinter Check Health - Interactive

|

Prirt

- Print Result -

Power State : 2001

[] Caver Open

[ | Paper Empty
[ | Paper MearEnd

ServiceDescription :

SemiceVersion :
DeviceDescription :
Dievicerlame :

BIxOLOM JavaPOs Service,
CopyRight (c) BEKOLOR.

BIXOLOM Device

1.13.0

Close

<POSPrinter - Check Health Dialog>

-12 -



4-2 MSR Registration

JavaPOS Driver

1) Click “Add Device” button and select ‘MSR’ in Device Category.

-

Celect Device

==

Device Catgory

MSR | -

SPP-R200_MSR
SPP-R2001_MSR
SPP-R210_MSR
SPP-R300_MSR
SPP-R400_MSR

POSPrinter
Available device |iE|M5R

Select

Close

e

2) Click the “Select” button after choosing one of the available device lists.

-

Device Configuration

SO0

Device Hame

SPP-R2001I_MSR

Logical Device Hame{LDN)
|SPP-R200I_MSR |

Port Hame

Bit Length
Parity
Stop Biti{s)

Advanced

® Serial ) Bluetooth ) USB

=]

=)
IE
KiKl

Baud Rate 115200

il

Flow Control |Hardware

i) Ethernet ) WirelessLAN

Output Buffer (5192

Check Health

Save Close

b

3) The communication environment of the connected device and click “Save” button.

Rev. 3.12
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4) Click “Check Health” to see if the device operates properly.

MSR Check Health - Interactive

==

Ready to input msr data.

Track1 data |

Track?2 data |

Track3 data |

Close

b

5) Click the “Advance” button for setting MSR Data Encyption mode, Sentinel Character

Auto-check mode.

rr'-‘.“IE.R advanced Iﬁj
Sentinel characters auto-check @ Enahble| O Disahle
Encryptto mer data [ ]
() Mone () Static 2 Dynamic
Default Save Close

* MSR data can be recognized when MSR advanced setting option is same as
printer actual setting. If not MSR data can not be recognized.

Rev. 3.12
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4-3 CashDrawer Registration

1) Click “Add CashDrawer” button.

JavaPOS Driver

-

L

CashDrawer Configuration

|

Device Hame Logical Device Hame{LDHN)
SRPCOW |SRPCOWY |

Linked Printer ~Pin Humhber Setting

SRP-F312Il |~ @®Pin2 (O Pins

Printer Port type STl S

Ethernet nLeve i

Pulse On Time 400
Pulse Off Time 100

i Low im0 High

Check Health

oK

Cancel

2) Select the Printer which works with CashDrawer in ‘Linked Printer’ Combo-Box and
set the Pin Number and Pin Level.

3) Save the settings by “OK” button click or check if communication status through
the CashDrawer is normal by “CheckHealth” button.

Rev. 3.12

CheckHealth - SRRCOW

S0

Open Drawer

Success Open Drawear |

Power State: [Online

Drawer Open

Close

- 15 -



4-4 Trace Setting

JavaPOS Driver

* Please set the trace setting when it's necessary only.
Otherwise Hard Drive capacity will be lack of containing other files due to
the trace function.

-

b

&y BIXOLON JavaPOS Configuration Utility

= 1

File Advanced |
Trace setting ) . L
Ad ) istered Device List in jpos.xmi
Port Range setting
Device
Add CashDrawer 9 [ POSFrinter

[ sRP-352plusil

Remove Device [y srP-Fa121
7 [ CashDrawer
Modify Device [ srPCDW
[ msr
Check Health
Exit

Device Description

Device Hame :

LDH:
Using Port :

1) Select the trace level in combobox and click “Save” button.

Rev. 3.12

-

Trace Properties

S

Save directory |bxl|ng

=

Save filename |jp|:|s.h:|g

Trace level
Save Days 145
Save per Hours 15

Display Console [ |

| Save | | Close

-16 -



4-5 Port Range Setting

JavaPOS Driver

‘Port Range setting’ can be adjustable according to the Serial or Bluetooth communication
setting option. So, adjust the port number if there’s no available port in system.

-

e

& BIXOLON JavaPQS Configuration Utility

(=] ]

File

Advanced |

Trace setting

Port Range setting

istered Device Listin jpos.xml

Add CashDrawer

Remove Device

Modify Device

Check Health

Exit

Device

9 [ POSFrinter
[y sRP-352plusil
[ srP-Fa121

9 ] CashDrawer

[ srRPCDW

[ Msr

Device Description

Device Hame :
LDH :
Using Port :

1) Input the maximum COM port number for Serial or Bluetooth communication.

Rev. 3.12

-

Port range setting

==

Serial port range : bE

Save | | Close

-17 -
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4-6 Jpos.xml New / Open / Sava As

& BIXOLON JavaPOS Configuration Utility =R X
File Achvanced
| MHew
wice Registered Device Listin jpos.xml
L Open
] 1 Device
Save AS  hrawer ¢ [CJ POSPrinter Device Description
[ srP-F3121
Remove Device ¢ [CJ CashDrawer Device Hame : SRP-F3121
[ sRPCDW LDN: SRP-F3121l
Modify Device El MR Using Port : Ethernet
Check Health
Exit

1) New — Create the new jpos.xml file. New jpos.xml file is available.
Then previous registered device will be disappeared.
2) Open — Open the existed jpos.xml file.
Device information can be called by different jpos.xml file and device information will be
displayed from the new jpos.xml file.
3) Save As — Save the present setting by different name.
Present setting can be saved as not jpos.xml file but other name.

Rev. 3.12 -18 -



5. Bixolon JPOS Test Program

Double click “bixolon-testprogram.bat”.
The JavaPOS test program begins.

JavaPOS Driver

F

& BIXOLOM JPOS Test Pragram

= | B [ |

[ POSPrinter | CashDrawer | MSR |

State : Unknown

Logical Mame
[SRP-F3121 [~
Open Close
Claim Release
[ ] DeviceEnahle
[ ] FreezeEvent
QICIE

[ ] Flagwhenldle

[] Asynchode

Maphode ; |PTR_MM_DOTS

=]

Cevice Message

[“Print | Test | Additional

Add ESC Char

| Frinttlormal | | CutPaper |
| Frintlmmediata | | Toplago |
| WalidData | | BottamlLogo |
| |

| CheckHealth intermal |

| CheckHealth Extermal |

| CheckHealtn Interactive |

Barcode Type |UPC-A Barcode Width 512
Barcode Data |123456780012 Barcode Height|255

et [ [~

PrintBarcode

Bitrmap to print

| Open File

Bitmap Width |PTR_BM_ASIS ||
e T —

FrintBitmap

SetBitmapNumber| 1H‘

SetBitmap

b

1) Logical Name: Select the test device in the list.
2) Click “Open” button to open JavaPOS device service.

3) Click “Claim” button to check the status of device.

4) Check “Device enabled” check box.
5) You can test each function with each button.

Rev. 3.12
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6. Sample Source

JavaPOS Driver

The content of the “Sample Source” folder is as follows.

- sampleimage.bmp : sample image
- *.Java :  java source file

6-1 POS Printer Samples

1) PrintNormalSample. java

2) PrintBitmapSample. java

3) PrintBarcodeSample. Java

4) CutPaperSample. java

5) ESCSequenceSample. java
6) CheckHealthSample. java

7) POSPrinterEventSampe. java

6-2 CashDrawer Samples

1) OpenCashdrawerSample. java
2) CashdrawerEventsSample. java

Rev. 3.12

PrintNormal function sample source
PrintBitmap function sample source
PrintBarcode function sample source
CutPaper function sample source

ESC Sequence sample source
CheckHealth function sample source
POSPrinter-related event sample source

Opendrawer function sample source
Cashdrawer-related event sample source
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7. Precautions

- The BIXOLON JavaPOS software package that is installed supports devices offered by
BIXOLON. Normal operation is not guaranteed when used with other devices.

- Errors in operation may occur if installed with another JavaPOS Driver.
% If an unknown issue occurs, either contact the dealer or submit an inquiry at the website

below for fast response.
www.bixolon.com
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