
Tough and compact
Superior printing performance in high demand kiosk 

applications
Applications

Self-service petrol / gasoline pumps

Self-service gas cylinders

Cash machines and ATM's

Parking

Kiosk

In addition to a fast print speed of 
150mm/sec and its small footprint for 
seamless integration, the PMU3300’s 
easily switched metal guides allows for 
printing on both 2 and 3 inch

Robust printing
Combining unrivalled durability and superior 
performance at temperatures of between -15 to 
+65 °C, the vandal proof PMU3300 ensures high 
quality and reliability – making it ideal for high 
demand kiosk applications in even the most 
demanding environments.

Vandal proof
The PMU3300 is specially designed to be vandal 
proof. This reduces the risk of equipment 
damage to ensure ultimate reliability, optimise 
performance and safeguard the quality of print 
outs.
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Features & Benefits

Paper load: Easy side opening for paper 

loading

Printing Speed: Prompt print out of receipts - 

up to 150mm per seconds

Futureproof investment - 2 built-in interfaces: 

serial and USB

Compact design for easy mounting

Wide variety of paper-holding styles and 

options

Vandal proof for ultimate reliability

The PMU3300 has a mini USB and RS232C Serial interface as standard for 
ultimate connectivity. It also features a 2-pin power supply and a connection 

for an external Paper Near End sensor.

Printing even in a upright position. 
Mounting (hanging) points. Side view with 
keys and LEDs.

Specifications

Model PMU3300

Printing Technology Direct Thermal

Resolution 203 dpi

Print Speed (maximum) 150 mm /sec.

Print Width (maximum) 72 mm

Media Width (min to max) 58 / 60 / 80 mm

Roll Size (max), Core Size 203 mm outside diameter

Media Thickness (min to max) 65 to 75 µm

Main Interface Dual Interface Serial (RS-232C), USB (version 2.0, full speed)

Power supply Input voltage: 24V DC ± 10%, 2-pin connector

Reliability 100 Million pulses or 50 Km, 1 million cuts

Drivers and software Free-of-charge from website, including support for various platforms

Size (W x D x H) and Weight 108 x 138 x 73 mm 675 g

Cutter Guillotine type, full and partial

Warranty 1 year including head and cutter

EMC and safety standards CE, UL, FCC, FCC class A, FCC class B

All product names are trademarks of the respective manufacturers. Zebra®, ZPL and EPL are trademarks of ZIH Corp. Datamax® is a trademark of Datamax-
O‘Neil Corporation. Designs, specifications and availability are subject to change without notice. Errors and omissions excluded. © Citizen Systems Europe 
GmbH, V.1.0
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